CHAIN LINK FABRIC
TO BE SAME AS FENCE

HINGE/

2 "4 "

5'-9l4"

o

[— 2 3/4 "

5°-94"

\HINGE

HEIGHT,)
HEIGHTX,
HE IGHTA

(5°
(6’
(8’

q’ '8"4”
5 ‘ '8"4”

115"

(FOR ROUND POST) ||

HINGE ——~ /I

END POST

|

5'-0". 6°-0" OR 8'-0" HEIGHT

3
N
©
1
©
(FOR SOUARE POST)
J{lu/ ———HINGE

2.875" 0.D. PIPE-5.79 LB/FT

OR 4.64 LB/FT

GATE FRAME
1.90" 0.D. PIPE-2.72 LB/FT
OR 2.28 LB/FT

12" OPENING DOUBLE GATES

ALTERNATE TERM. POST
2'75" 50.-5.70 LB/FT IN STEEL

HINGE

2 '/4'

HEIGHT)
HEIGHT)
HEIGHT?

(5
(6
8’

5'-91,4"

GATE FRAME
115" SO. FRAME-2.03 LB/FT

1 "2”

HINGE

(FOR ROUND POST) m
U

il |

Q

/,
4

SQUARE POST

ECCENTRIC

HINGE

g 6'-814" (

C

[5'-0". 6°-0" 0r 8'-0" HEIGHT]|
' 6' OPENING GATE '

(FOR SOUARE POST)

Q/
ROUND POST HINGE

SPECIFICATION | CATEGORY CODE ITEMS
615
APPROVED At G. V7%

DIRECTOR — OFFICE OF HIGHWAY DEVELOPMENT

Maryland Department of Transportation
STATE HIGHWAY ADMINISTRATION

STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

APPROVAL «  SHA APPROVAL * FEDERAL
REVISIONS HIGHWAY ADMINISTRATION CHAIN LINK FENCE
APPROVAL _ 12-1-70 |APPROVAL _ 9-14-71 GATE DETAILS
REVISED 10-1-01  JREVISED 4-3-85

REVISED

State:[—ﬁg}ﬁbay REVISED

Administration REVISED

REVISED

STANDARD NO.

MD 692.01




